
LANDSCAPE GENERAL NOTES

1. THE CONTRACTOR TO CONFIRM UNITS AND MEASUREMENTS.

2. PREVENT DAMAGE TO ALL LANDSCAPING, BUILDINGS, STRUCTURES AND UNDERGROUND AND/OR OVERHEAD UTILITIES. MAKE GOOD
ALL DAMAGE TO SATISFACTION OF OWNER.

3. PRIOR TO CLEARING, VERIFY LIMITS OF CLEARING WITH OWNER.

4. DISPOSE OF CLEARED AND GRUBBED MATERIALS AS WORK PROGRESSES AND DO NOT ACCUMULATE.

5. LEAVE GROUND SURFACE IN CONDITION SUITABLE FOR IMMEDIATE GRADING OPERATIONS.

6. CONTROL DUST AT ALL TIMES FOR DURATION OF CONTRACT.

7. PROVIDE HOARDING IF NECESSARY AND PROTECT PUBLIC AND PRIVATE PROPERTY FROM INJURY OR DAMAGE.

8. PROVIDE TEMPORARY DRAINAGE AND PUMPING IF NECESSARY AND DO NOT DISCHARGE WATER CONTAINING SUSPENDED
MATERIALS INTO WATERCOURSES OR DRAINAGE SYSTEM.

9. MAINTAIN EXISTING CONDITIONS FOR PARKING AROUND THE SITE THROUGHOUT CONSTRUCTION. TAKE MEASURES TO RE-ROUTE
TRAFFIC OR WARN VISITORS TO THE SITE THAT HEAVY EQUIPMENT AND WORK CREWS ARE OPERATING.

10. AREA AND VEGETATION DISTURBED DUE TO GRADING AND EXCAVATING SHALL BE REHABILITATED SATISFACTORY TO THE OWNER.

PLANTING NOTES
NO SUBSTITUTIONS WILL BE ACCEPTED UNLESS APPROVED IN
WRITING BY THE LANDSCAPE ARCHITECT. AREA OF SEARCH FOR
MATERIALS IS TO BE LOCAL OR WESTERN WASHINGTON.

ALL PLANT MATERIAL SHALL BE NURSERY GROWN CONTAINER STOCK
AND COMPLY WITH THE CANADIAN LANDSCAPE STANDARD
(CURRENT EDITION).

PRODUCT SPECS
PANEL SIZES

BOARD SIZE

- 6' X 6' (69.25" X 71")
- 4' X 6' (42" X 71")
- CUSTOM OPTIONS AVAILABLE

- 1" X 7"
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SOIL VOLUME - MINIMUM 10m3/TREE

DO NOT
REMOVE
LEADER

KEEP MULCH 100mm
AWAY FROM TRUNK. TOP
OF ROOT BALL MUST BE
VISIBLE.  DO NOT PILE UP
MULCH AT TRUNK

TREE TIE: 50mm WIDE
ARBOR TIE BY DEEP ROOT
OR APPROVED EQUAL

ROOT COLLAR TO BE
EXPOSED

50mm DEPTH
WELL-COMPOSTED
BARK MULCH

200mm DEPTH
TOPSOIL

SHALLOW ANGLE ON
SIDES SCARIFY SIDES

AND BOTTOM

PLANTING SOIL /
TOPSOIL

100 mm ROOT
COLLAR
ABOVE GRADE

75mmDIA. X 2000mm
WOOD STAKES.  DO

NOT PENETRATE ROOT
BALL

100mm
CLEAR

100mm

NOTES:
- DO NOT AUGER TREE PITS. TREES PLANTED IN AUGERED PITS WILL NOT BE ACCEPTED.
- CONFIRM SOIL CONDITIONS PRIOR TO PLANTING:

- SCARIFY AND LOOSEN SIDES OF PLANTING PIT. ENSURE FIRM COMPACTED SOIL IN BOTTOM OF PIT.
- BACKFILL PLANTING SOIL SHALL BE IN ACCORDANCE WITH CANADIAN LANDSCAPE STANDARDS (CURRENT EDITION). 
   INSTALL BACKFILL SOIL IN LAYERS AND CONCURRENTLY TAMP AND WATER TO ELIMINATE AIR POCKETS.
- REMOVE ROPES, BURLAP AND/OR WIRE BASKET FROM TOP HALF OF ROOT BALL.
- ALL MULCH SHALL BE SHREDDED WELL COMPOSTED BARK MULCH

TURF GRASS

GARDEN BOXES

STAIR

TYPICAL STEPPING 
STONES

TURF GRASS BETWEEN 
WALKWAY AND FENCE

TYPICAL SHRUB BED WITH 
DECIDUOUS AND 

CONIFEROUS SHRUBS,
PERRENNIALS AND 

ANNUALS

TYPICAL DECIDUOUS 
STREET TREE

TURF GRASS

TYPICAL SHRUB BED WITH 
DECIDUOUS AND 

CONIFEROUS SHRUBS,
PERRENNIALS AND 

ANNUALS

DECORATIVE PAVING

TYPICAL STEPPING 
STONES

TYPICAL SHRUB BED WITH 
DECIDUOUS AND 
CONIFEROUS SHRUBS,
PERRENNIALS AND ANNUALS

TYPICAL SHRUB BED WITH 
DECIDUOUS AND 
CONIFEROUS SHRUBS,
PERRENNIALS AND ANNUALS

TYPICAL SHRUB BED WITH 
DECIDUOUS AND 
CONIFEROUS SHRUBS,
PERRENNIALS AND ANNUALSTYPICAL ON-SITE DECIDUOUS TREE

TYPICAL DECIDUOUS 
STREET TREE

MUNICIPAL SIDEWALK

TYPICAL ON-SITE DECIDUOUS TREE
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TYPICAL SHRUB BED WITH 
DECIDUOUS AND 
CONIFEROUS SHRUBS,
PERRENNIALS AND ANNUALS

TYPICAL ON-SITE DECIDUOUS TREE

TYPICAL ON-SITE 
DECIDUOUS TREE

TYPICAL ON-SITE 
DECIDUOUS TREE

STEPPED 1200mm -
1500mm HIGH 

PRIVACY FENCE

TYPICAL SHRUB BED WITH 
DECIDUOUS AND 

CONIFEROUS SHRUBS,
PERRENNIALS AND ANNUALS

TURF GRASS BETWEEN 
WALKWAY AND FENCE

TYPICAL SHRUB BED WITH 
DECIDUOUS AND 
CONIFEROUS SHRUBS,
PERRENNIALS AND ANNUALS

TYPICAL ON-SITE DECIDUOUS TREE

TYPICAL SHRUB BED WITH 
DECIDUOUS AND 
CONIFEROUS SHRUBS,
PERRENNIALS AND ANNUALS

MUNICIPAL SIDEWALK
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STONES

PUBLIC (2.2m) SIDEWALK 
WITHIN BUILDING SETBACK

ENTRY LOBBY
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TYPICAL ON-SITE 
DECIDUOUS TREE

1/2" - 3/4"

4" - 6"

4" GALVANIZED SPIRAL 
NAILS 4" - 6" APART 
ALONG PERIMETER

CURB OR 
SIDEWALK

I00mm
COMPACTED

PLANTING SOIL

150mm

PRUNE ONLY DEAD,
DISEASED OR 
BROKEN
BRANCHES

50mm DEPTH
WELL-COMPOSTED 
BARK
MULCH

PLANTING SOIL / TOPSOIL

NOTES:
PLANTING SOIL: CONFIRM NATIVE TOPSOIL CONDITIONS PRIOR TO PLANTING

ENSURE TOPSOIL IS WELL AERATED AND PULVERIZED, FREE OF DEBRIS AND CONTAMINENTS. LIGHTLY
COMPACT IN PLANTING BED AND WATER WELL TO ELIMINATED AIR POCKETS AND PREVENT SETTLEMENT.

ROOT CONDITION:
PLASTIC POT: REMOVE ENTIRELY. ENSURE ROOT BALL IS FIRM AND INTEGRAL WITH THE PLANT.
FIBRE POT: REMOVE TOP 1/3 OF POT. CUT REMAINING SIDES AND LOOSEN POT FROM SOIL.
BURLAP: REMOVE ALL ROPES AND BURLAP FROM TOP 1/2 OF ROOT BALL.

MULCH: TO BE SHREDDED, WELL-COMPOSTED BARK MULCH. PROVIDE SAMPLES PRIOR TO PLANTING.

PLANTING PIT: FOR INDIVIDUAL SHRUBS DIG PLANTING PITS 150mm WIDER ON ALL SIDES OF ROOT BALL.

HERRINGBONE PATTERN

150 mm

85 mm

SAND WITH 6% BENTONITE 
TO BE BRUSHED INTO JOINTS

100mm X 150mm DEEP CONCRETE CURB. 25 
Mpa WITH SINGLE 10M REBAR CONTINUOUS 
PLACED - MIDDLE OF CURB. BROOM FINISH. 
TROWELLED JOINTS EVERY 1500mm

HOLLAND STONE 4X8 GREY

FINISHED GRADE

SAND

FILTER FABRIC
COMPACTED GRAVEL BASE 
TO 95% 19mm MINUS S.P.D.

COMPACTED SUBGRADE TO 95% S.P.D. 
(NO ORGANIC MATERIAL)
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400 mm
100mm ROOT 
COLLAR ABOVE 
GRADE

100 mm

100mm 
CLEAR

DO NOT REMOVE 
LEADER

75mm DIA. X 2000mm 
WOOD STAKES. DO NOT 
PENETRATE ROOT BALL

SOIL VOLUME - MINIMUM 10m3 /TREE

KEEP MULCH 100mm AWAY FROM 
TRUNK. TOP OF ROOT BALL MUST BE 
VISIBLE. DO NOT PILE UP MULCH AT 
TRUNK

TREE TIE: 50mm WIDE 
ARBOR TIE BY DEEP ROOT 
OR APPROVED EQUAL

ROOT COLLAR TO BE 
EXPOSED

50mm DEPTH 
WELL-COMPOSTED 
BARK MULCH

200mm DEPTH 
TOPSOIL

PLANTING SOIL / 
TOPSOIL

SHALLOW ANGLE ON SIDES 
SCARIFY SIDES AND BOTTOM

NOTES:
- DO NOT AUGER TREE PITS. TREES PLANTED IN AUGERED PITS WILL NOT BE ACCEPTED.
- CONFIRM SOIL CONDITIONS PRIOR TO PLANTING:

- SCARIFY AND LOOSEN SIDES OF PLANTING PIT. ENSURE FIRM COMPACTED SOIL IN BOTTOM OF PIT.
- BACKFILL PLANTING SOIL SHALL BE IN ACCORDANCE WITH CANADIAN LANDSCAPE STANDARDS (CURRENT EDITION).  
   INSTALL BACKFILL SOIL IN LAYERS AND CONCURRENTLY TAMP AND WATER TO ELIMINATE AIR POCKETS.
- REMOVE ROPES, BURLAP AND/OR WIRE BASKET FROM TOP HALF OF ROOT BALL.
- ALL MULCH SHALL BE SHREDDED WELL COMPOSTED BARK MULCH
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AS NOTED

SCALE: 1 : 25

WOOD/COMPOSITE FENCE
1

SCALE: 1 : 25

DECIDUOUS TREE PLANTING

SCALE: 1 : 200

OVERALL SITE PLAN

SCALE: 1 : 5

PRECISION GREEN CASCADE ELITE TURF GRASS
2

SCALE: 1 : 25

INDIVIDUAL SHRUB PLANTING

SCALE: 1 : 10

CONCRETE PAVING
SCALE: 1 : 25

CONIFEROUS TREE PLANTING
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